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Switch Interface Unit (SIU)	
[image: ] Ethernet Connection

The SIU1-L supports a full user menu and features similar to the local serial port but via a standard Ethernet connection to a PC running a Web Browser. To use this interface:
1) The SIU1-L supports DHCP mode and will automatically give the PC an IP address. If your PC has an Ethernet port that will be set to Static, use this address of 192.168.4.128.
2) Connect a standard CAT5 LAN cable between the Ethernet port on the PC and the Ethernet port on the SIU1-L unit.
3) Open a web browser (Google Chrome and Mozilla Firefox work best, older Internet Explorer’s may be finicky) and enter the address 192.168.4.127
into the address window. If that fails to bring up the home page, try entering http://192.168.4.127/index.html
4) The following Main Menu web page should appear.
[image: ]
System Status
The System Status page shows the current time and executive software version.
Set RTC
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Create New Folder on laptop or flash drive where you plan to save the event logs name it with location / Switch / Time & Date

Downloads from SIU to PC
The SIU1-L allows you to download the major files needed to operate the unit. Select the desired file to begin the download process. Your browser should open a dialog box, like the one shown below, to verify the file name and path to save the file to the System Status page shows the current time and executive software version.
Upload
1. .MNE
2. .DAT
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Open VSIG Data Viewer 
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Use this menu item to activate a dialog to select the needed files.
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View
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Jump To Date
Use this function to activate a separate calendar window that allows you to select or specify a date to find within the recorded data file.
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Below line graph showing a time reference how the order of events happened – Date and Time in the bottom.
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